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10335-16-BX SPECIAL PACKAGING 160 PCS/BOX

NOTES:
 
     WASHER ORIENTATION IMPORTANT.
 
     FUNCTION OF O-RING (LOCATED APPROXIMATELY
     AS SHOWN) IS TO RETAIN THE WASHER
     UNTIL THE STRIKER BOLT IS INSTALLED.
     DIMENSION INDICATES BLANK SIZE PRIOR
     TO ROLLING THREADS.
  4. PLATED THREADS TO BE INSPECTED WITH
     A 3/8-16 3A GO RING GAUGE.
  5. INSTALLATION TORQUE 35 FT-LBS
     MINIMUM DEPENDING UPON SURFACE
     CONDITION OF THREADS.
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SIZE SURFACE AREA
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PRODUCT CODE

PART NUMBER ITEM 1
BOLT
(QTY)

ITEM 2
WASHER
(QTY)

ITEM 3
O-RING
(QTY)

10335-16

80591-16
(1)

80596-16
(1)

19680-01
(1)

KER   5/26/87
KPE   5/22/87

G01 (070-0100)
ASSY,BLT/WSHR,.905SHLDR,3/8-16

LP7125

10335-XX13FULL

3/8-16UNC-2A

3

TriMark

X     = 3
X.X   = 1.0
X.XX  = .50

ANGLES

TYPE

INDICATES REQUIRED ASSEMBLY INFORMATION.

8 7 6 5 4 3 2 1

12345678

D

C

B

A

D

C

B

A

1

2
1

1.13

(  HEX)5/8


	Sheet 1
	Views
	main_view
	left_1
	main_view



